United States of America
Bepartment of Transportation -- Hederal Asiation Administration
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Sees cordifboate issued lo Bell Helicopter Textron, Inc.
441 Industrial Park Rd.
Piney Flats, TN 37686
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Descrgution of Gpo Dosipn Hange: . Ry .
Improved Hover Performance with Above Minimum Specification Power Kit in accordance
with BHTI Design Drawing 407-709-001, Revision Basic, dated January 18, 2010, or later

FAA approved Revision.

Frrnitations and Gondstions :

(See continuation sheet 3 of 3)

setipended!, revofbed or a lerminalion dale s olemodse cslabliiled by Hhe Adininistrator of e Fecoral Aviation
J@ 2 Y e

Dt of ayyebécation : October 02, 2009 Dinte recsswee : March 30, 2010;
February 01, 2011

Dt of csscwance : February 18, 2010
Ynte amnended :

Ty diroclion of the Aodbninistralor

(Signature)
ames A. Richmond, Acting Manager,

Rotorcraft Certification Office,
Southwest Region

(Title)

Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both.

FAA Form 8110-2(10-68) Page 1 of 3 This certificate may be transferred in accordance with FAR 21.47.



Hnited States of America
Bepartment of Transportation -- Hederal Adiation Administration

Supplemental Type Certificate

(Tontinuation Sheet)

M SRO9531RC-D

Date of Issuance: February 18, 2010
Reissued Date: February 01, 2011

Limitwtions and Condetions (Continued):

The Improved Hover Performance with Above Minimum Specification Power Kit is a cockpit
decal limiting the use of above minimum-specification power to a generator load no
greater than 50 amperes. It includes a Flight Manual Supplement (BHT-407-FMS-8)
containing a set of Hover Ceiling Charts showing OGE and IGE hover performance with
appropriate Area A and B tail rotor controllability limits. The Installation
Instructions for Plus Power Kit, Report Number BHT-407-11-24, dated February 17, 2010,
containing Federal Aviation Administration, Fort Worth Aircraft Evaluation Group
accepted Instructions for Continued Airworthiness, is required. The installer must
determine whether this design change is compatible with previously approved
modifications. If the holder agrees to permit another person to use this certificate
to alter a product, the holder must give the other person written evidence of that
permission.

Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both.

FAA Form 8110-2-1(10-69) page 3 of 3 This certificate may be transferred in accordance with FAR 21.47.



INSTRUCTIONS: The transfer endorsement below ma

y be used to notify the appropriate FAA Fegional Office of
the transfer of this Supplemental Type Certificate.

The FAA will reissue the certificate in the name of the transferee and forward it to him.

TRANSFER ENDORSEMENT

Transfer the ownership of Supplemental Type Certificate Number

to (Name of transferee)

(Address of transferee)

( Number and street)

(City, State, and ZIP code)

from (Name of grantor) (Print or type)

(Address of grantor)

( Number and street)

( City, State, and 1P code)

Extent of Authority (if licensing agreement):

Date of Transfer:

Signature of grantor (In ink):

* U.S.G.P.O.: 1989 -882-.030



